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MU LTI-STATION SCBA CON FI DENCE TRAIN ER:
This training prop is designed to provide real ist ic chal lenges that may be

encountered on the f ireground with the intent of providing both a learning
atmosphere to instruct the proper way to address certain situations and as
a persona l  eva lua t ion  too l  so  they  persona l ly  can  judge the i r  leve ls  o f
confidence and competence. Several of the props are based on real- l i fe
f ireground scenarios.
Dri l ls avai lable on the set-up as pictured:

e Att ic scutt le

o Rafter crawl

o Low profi le - horizontal

.  Low profi le - vert ical (16" on center)

.  Downward  ramp

o Narrow passage (24" tube)

o  Reduced c learance (ang led)

.  Wi re  en tang lement

Addit ional training tools possible:

o  Hose l ine  /  search  rope fo l low

o Hose coupling identi f icat ion

. Wall  breach (with addit ion of drywall  sections)

Att ic Scutt le Descript ion:

o 4' x 4' square - elevated off of the ground approx, 18" (the
legs are 24" high)

. Underside sheathed wl th" treated plywood - framed with
"rafters /  joists" on 16" centers with a 20" x 32" scutt le
o p e n i n g

Materials:

. I - 2" x 6" x 2'legs screwed together and permanentlyfastened tothe prop with deck
screws

.  4 - 2 " x 6 " x 4 ' f o r f r a m e

. 1 -2" x6" x4'for rafter

.  2 - 2 " x 6 " x 3 2 " t o f r a m e s c u t t l e

.  2 -2"  x6"  x11" fo rb lock ingnex t toscu t t le

. 1 -y." x4' x4'treated plywood for sheathing underside

Rafter Claw Description:

. 4'x 8'- elevated off ofthe ground approx. ' l  8"

.  Unders idesheathedW%"p lywood

. Framed with "rafters / ioists" on 1 6" centers

. Legs are 24" h ig h on the ends and 48" on the sides, screwed together with deck screws
and mounted to the frame with bolts so they are removable. This allows the prop to be
usedby i tse l fa tg round leve l fo ro ther t ra in ingevo lu t ions .  Theh ighers idesareused

to provide a safety rail when elevated.
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o  3  - 2 " x 6 " x 8 ' f o r t h e l e g s

. 5 - 2" x 6" x 8' for rafters and frame ends

o 2 - 2" x 6" x 80" for frame sides

o 1 - lz" x 4' x 8' pressure treated plywood

c 2 - 1"x 4" x 80" for side "rai ls"

Downward Ramp Descript ion:

o 3 - 2" x 12" x 4' pressure treated boards assembled
together by attaching 2 - 2" x 6" x 32" to the back with
deck  screws.

. The ramp is the attached to the end of the rafter crawl
prop with 3 - heavy-duty hinges.

Mater ia ls :

r 1 - 2" x' | �2" x 12' pressure treated

o I - 2" x 6" x 8' pressure treated

o 3 - heavy duty hinges

Reduced Profi le Wall  Descript ion:

. 4'x 4'square with studs spaced 16" on center and a 20"
high by 32" wide space provided for horizontal reduced
pro f i le  maneuvers .

Another 2" x 6" x 4' is used to provide support to the end
of the prop away from the rafter crawl prop.

The reduced profi le wall is attached to the rafter crawl
prop with 1- 3/8" bolt and a wing nut.

Narrow Passage Description:

4' x 4' frame with an arched plywood section secuting
the tube to the frame.

The f rame is  then s l id  between two,2"  x  6"  cut-of fs
screwed to the frame of the rafter crawl prop.

The tube is a 3' section of 24" diameter corrugated tubing
obta ined f rom our  munic ipal  wastewater  t reatment
faci l i ty free-of-charge.

Wire Entanglement Descript ionl

8 - eyebolts screwed to underside of rafter crawl prop,

Two - 2" x 2" x 80" pressure treated boards are screwed
to the bottom to protect the eyebolts if the prop is used
on the ground.

Scrap electr ical,  cable TV, telephone and bal ing wire are
then used to act as entanglement hazards,

Estimated Total Gost: $250.00
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For more in format ion:  Cn :  Cap ta in  Joseph  Kn i t t e r ,  Sou th
Milwaukee (Wl) Fire Department, at hi!!.eICD.S.i.Sg-ULL
mi lwaukee .w i .us

Fall 2005


